
SPECIFICATION DATA

Domestic Sales
Williams AV
10300 Valley View Rd
Eden Prairie, MN  55344
Ph: 800-328-6190 / 952-943-2252
FAX: 952-943-2174
Email: info@williamsav.com
Web: www.williamsav.com

International Sales
International Sales Department
Williams AV
10300 Valley View Rd
Eden Prairie, MN  55344 USA
Phone:  +1 952 943 2252
Fax:  +1 952 943 2174
Email:  info@williamsav.com
Web:  www.williamsav.com

info@williamsav.com  /  www.williamsav.com
800-843-3544  /  INTL: +1-952-943-2252

Production Intercom • High Noise Environments • Live Sound Stage • Factory Tours • Military Training

MIC 058
Dual Headset Microphone

Dual headset microphone. Ideal for noisy environments.

Microphone
Type Unidirectional electret

Sensitivity -80 dB

Frequency Response 100-12 kHz

Mic Sensitivity 45 +/- 5 dB re 1V/Pa @ 10cm (typical)

Operating Voltage 1-10 VDC

Weight 1.3 lbs

Replacement Mic Screen WND 058

Box Dimensions 8.25” x 11” x 4.5”

Headphones
Driver Type 50mm, dynamic

Frequency Response 10 Hz-20 kHz

Impedance 32 Ω

Max SPL Out 96 dB

Max Power Input 100 mW

Plugs Dual 3.5 mm

Replacement Earpads EAR 058

Approvals RoHS, CE

Warranty 90 days
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